(see p. A4, footnote 3 in PageMart's Petition for Rulemaking). Fortunately,
ceilular telephone users with the millions of hand held portable phones prove
every day {and have proven since the mid-80's when cell sites were not as dense
as they are today) a 0.6 watt return link can function effectively in the car and

even in many buildings.
Coansequently, MPR results that indicate...

“Calculations indicate that for a 0.1 watt subscriber device, between
25 and 169 dedicated receivers per base station cell site wouid be

required"
.. is totally incorrect. Based on the aforementioned table of available power
leveis, PageMart's 10 watt inbuilding power module and 0.1 watt subscriber
transceiver module (STM) for free space would be preferred to a two-watt
transceiver used for both inbuilding and free space (and ceilular's 0.6 watt
portable hand held units are physical evidence of this). Furthermore, as
experimental evidence is evaluated, STM transmitter power could be increased
(even up to 1 watt). Moreover, given the published literature in this fieid. a
literature search shows that the key factor in Dr. Lee's propagation model is the
distance equation (38.4 logig D1). Depending upon the researcher and the

objective of the study, one can find the equation to vary widely:

. 38.4 log10 d1 - MPR's equation {ref. Okumura, 1968)
. 20 log10 d1 - Bullington, 1977 {medium range portion)
. 20 log10 d1 - Harley, 1989 (short range)

The range difference between the log-log slope of 38.4 versus 20 can vary
substantially and can easily double the range available in caiculations under 10
miles. The plain fact is that PageMart's PIMS low power solution is free space

(ang 10 watts inbuilding) cut performs MTel's two-watt gnly solution. The more

zopropriate issue, then, is the problem with MTel's transceiver using one power
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source for all applications, (MTel should then reconsider their 7 watts “die hard"
battery solution to be only on a par with PageMart, because they will iose another

3 dB if one compares MTel's 9,600 bps return link to PageMart's 4,800 bps retum

link solution).

MPR states inbuilding transmission creates serious problems of
cochannel and adjacent channel interfaces.

"The use of 1 Watt and 10 Watt transmitters for in-building
transmission creates a serious problem of cochannel and adjacent
channel interference for users outside the building and in adjacent
building towers. This is based cn the false assumption by PageMart
that building walls offer high levels of signal attenuation.”

PIMS' approach is to contain the inbuilding RF by transmitting only that
level of RF needed for reliable inbuilding data transmission. First, the PIMS
approach creates the opportunity to realize massive amounts of frequency reuse
through low-cost, PC beard-type interface and transceiver modules that would be
readily interfaced to a standard DOS-type PC (including modem). MPR's own
recognition of this is cited in their paper were, if not for the maximum ERP power
levels, assumed by MPR (page 16):

"Although the concept proposed by PageMart is attractive on the
surface, there appear to be some tundamentai problems in the areas of
propagation and building attenuction which have not been fully
addressed. The concept proposed would work well if buildings could
te considered as perfect RF enclosures, but the vast majority of
buildings cannot be treated as such.”

PageMart proposes a maximum ERP of 1 watt for inbuilding office cells because
there is a great potential difference between offices, both as to location, size and
in some cases, an office cell may be used more like a building ceil in
manutfacturing and processing plant environments. It's surprising that MPR
would miss the obvious point that each class of installations, such as high rise

office buildings (urban areas), versus stand-alone buildings (suburban areas) and

11



the square feet to be covered by the office cell must all be considered so that the
lowest acceptable power level is used in any given class of application, because
the objective is to contain the RF energy to the extent practical, within the
building. Since the PIMS operator(s) would be the source of office and building
cell equipment and installation, the inbuilding RF environment will be properiy

engineered and managed.

Typical power levels from the significant experience of CT-2 installations around
the world indicate that ERP leveis range from approximately 0.005 to 0.01 watts
per channel in most "office environments” (Exhibit 6). PageMart would operate at

similar levels.

PIMS broadcasts only non interfering geographical cells during a
building/office cell time segment. The same MPR transmission loss equations
indicate a calculated value of 0.25 miles distance or two city blocks (and not 0.85
miles) for 0.01 watts ERP whnich is further reduced by the insertion loss due to
other neighboring buildings. The key issue is that a PIMS office cell or building
cell does not transmit (1) at maximum ERP unless the nature of the buiiding
requires the power, or (2) generate cochannel interference with an overlapping
geographical cell, a nly non-interferin ographical ¢eils ar
roagdcast rin ilding _or offi Il time segment (see PageMart
Rulemaking document p. A22 and Exhibit X). Consequently, geographical cells
are not broadcasting in areas where there are building and office cells in order to
provide for the massive frequency reuse possible through inbuilding cells. Thus,
there is never "an on-street subscriber device" 'that' could still receive signais
form this office ceil at a distance of 0.85 miles' (page 13, MPR) bsecause a
subscriber on the street does not have the possibility of a geographical ceil

trcadcasting in that area on the same time sagment.
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MPR goes on to conjecture that cffice cells could interfere with another in an
adjacent building, even though "in this case, the RF radiation passes through two
building walls (at Ieast)” (page 16, MPR). Using MPR’s own conclusion, this is
equivalent to 2 X 15 dB = 30 dBm, plus attenuation due to distance, at ground
levels {(and less as building attenuation decreases with building height) and will
not pose any problem with normai inbuilding radiated power of § to 10 milliwatts
ERP any more than garage door openers and CT-1 cordless phones would

create a major problem in suburban areas.

From the standpoint of building cells, the same mistake is made by MPR to use
the maximum rated ERP in all building applications without enginesering the RF
environment in the building. Once again, for purposes of RF containment,
builcing cells will be maintained at as low a power level as practical (typically
under 0.1 watts radiating in the mechanical building core) so as not to create
unnecessary building-to-building cochannel interference. The output of an
inbuilding-distributed antenna system such as that depicted in the PIMS
Rulemaking document would require distributed amplifiers to compensate for
losses encountered in using a slotted coaxial cable that is hung in the mechanical
building core of high rise office buildings. Alternatively, the Decibel Products
(DP) solution of a gistributec antenna network using 75 ohm coaxial cable with
amplifiers wouid not require high input power at the base station (see Exhibit 7).
The DP approach has the added advantage of managing each aistributea
antenna’'s output at (1) very low levels of ERP (0.005 toc 0.01 watt, and (2)

focuses the directionai antenna pattern at the interior of the buiiding for even

greater RF containment.
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Therefore, building cells can be enginegred to effectively contain the low levels of
RF energy broadcasted. Moreover, there is no cochannel interference when

PIMS controis the time of broadcast for building and office ceils separate from

geographical cells in that local area.

MPR states that PIMS transmitter will jam themseives.

"There is a great deal of concern about the high power base stations
presenting unacceptable {evels of adjacent-channei interference in the
system coverage area. It appears that they could jam themseives as
well as subscriber devices near the base sites.”

PIMS base station sites will be engineered to avoid receiver
desensitization. First of all, the adjacent channsl problem MPR reters to applies
more to MTel's NWN system fer in-band (930-931 MHz) problem because they
wiill not be able to manage any of the adjacent 50 kHz channei(s} whereas, in
PIMS 10-25 kHz channel groups, PageMart and other PIMS system operators
can manage the adjacent, in-band, channelis (10 channeis) to a much higher
degree. The out-of-band 929-930 and 931-932 MHz issue has aiready been
addressed by PageMart in the PageNet comments (see PageMart Reply
Comments, June 16, 1992, page 19-21). Furthermore, MTel's Reply Comments,
June 18, 1992, page 10. footnote 20 also addresses the same adjacent channel
interference problem MPR now raises for PageMart. However, the specific
advantage MTel claims with NWN that. ..

"...the return signal will use a reiatively narrcwband (25 kHz) channel
operating at 9.6K bps that is empbedded within the 50 kHz channei.
The built-in guardband affords at least 20 dB of additionat protection®

...Is unlikely.
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What is likely is that in order to suppress a 300 MHz signal by 20 dB. (that is,
12.5 kHz from the carrier) would require at least a fourth order filter with loaded
Q's of 37.2K. In simple numbers, the roll-off of a single-tuned circuit is 6
dB/octave; therefore, it wouid take at least a fourth order Butterworth circuit to
acquire 24.3 = 21 dB isolation. This would set the undamped resonate frequency
at 12.5 kHz or a band pass value of 25 kHz. At 930 MHz, this would reflect a
loaded Q of greater than 37,200 or a very large physical filter at 930 MHz.

MPR states the PIMS subscriber transceiver moduie must be
powered up for iong periods of time.

"The requirement on the subscriber davice to measure the signal
strength of the polling channel for the base sites requires that the

subscriber device be powered on for iong periods of time. This wiil
drastically reduce the battery life.”

PIMS subscriber transceiver module is as power efficient as a pager in the
receiver mode. The simple answer (see page A8,9, PageMart Petition for
Rulemaking)} is that PageMart's novel "best serving transmitter identification*
(TXID) approach means that the subscriber unit does not have to be on all the
time tc measure signai strength (as in conventional cellular telephony). The
subscriber transceiver module (STM) can receive a broadcast in its designated
frame, power down thereafter and store the TXID for later broadcast back to the
sysiem controiler (standara POCSAG paging receiver opera*.on is that after the
receiver acquires sync it cnly powers up one cut of eight frames to decode
address). Therefore, the STM does not need to have a scanning receiver nor
does it need to measure signai strength but, due to frequent, periodic base
station transmitter broadcast, it can move between serving cells and always be in
a position to moniter its best serving transmitter and relay this information (TXID)
tc the system controlier (via the return link receiver network) when a message

notice or poll is received.
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As a result, no such “drastic” reduction in battery life as anticipated by MPR is
relevant.

MPR conciudes that NWN's Time Division Duplex (TDD) is less
susceptible to adjacent channel interference than PIMS.

‘Since the PageMart system is not Time Division Duplex, they are
susceptible to adjacent channel interference from other units operating
within the system on the polling, return link and data channels. it has
been shown that destructive adjacent channel interference extended
up to 0.5 miles from each base station site.”

PIMS has less adjacent channel interference than NWN's TDD solution.
PIMS, with its ceilular approach. will manage its maximum forward link
transmission power in order to optimize *he balance between minimizing the
number of base stations and maximizing desired cell coverage with the objective
of maximizing the number of cells for high data throughput. Theretore base
station ERP will likely be limited to less than 500 watts in dense urban areas
whereas the simulcast solution of NWN will be motivatea to have as few
transmitter base stations as possible (as Sky Tel does now for its nationwide
paging service) with each operating at or ciose to maximum power (3,500 watts
ERP in the NWN petition). Therefore the other NWN carriers will potentially
create a far more significant adjacent channel interference using TDD (simuicast)

than PIMS' cperators managing ERP with respect to frequency reuse.

The main objective is site engineering the torward link transmitter channels and
the return link receiver channeis as discussed in PageMart's Reply Comments,
(June 16, 1992, p. 19-21). MTel's NWN being a TDD, non-trunkea-single
channel approach cannot exercise any control over adjacent cnannei forward link

versus retumn link cycles of other carners (i.e. NWN is in a receive cycle and other
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adjacent carriers are in a transmit cycle). However, the more relevant issue is
the out-of-band RF problems from the PCP and RCC paging band which, MTel
has apparently not yet addressed but PageMarn has. Therefore, the claim made

oy MPR that "MTel avoids this problem by using TDD transmission scheme” is

incorrect.

MPR claims that PIMS must use a high cost DSP chip/receiver.

"...1o achieve higher data rates in their system, PageMart will not be
able to usse low cost subscriber devices. Complexity comparisons with
similar speed devices has shown that they will require higher cost
DSP, discrete analog/digital or custom VLS| implementations.”
PIMS will not be forced to deviate from a conventional receiver design or
use a DSP chip at 4800 or 6250 bps. The assertion by MPR that the PIMS
transce ver requires high-power components to operate at 4,800 to 6,250 bps is
wrong. Processing of digital signals dcesn't necessarily imply the use of a Digital
Signal Processing (DSP) cnip. DSP's are used primarily for a subset of digital
signal processing, such as Tl's chip to emulate a classical filter design, digitally.
In fact, it finds many applications in many RF receiver designs, such as satellite

receivers that PageMart uses to control each individual base station and thereby

eliminate the need for control channel spectrum.

Even very high speed receivers cited by PageMart in its Reply Comments June
16, 1982, to MTel indicates that a simpie phzse lock locop (PLL) design can
support a "high-speed" data rate of 16K bps in a 25 kHz bandwidth.l! However,

what seems more apparent is that MPR, with its multi-levei signaling scheme,

t1 May 1980 IEEE. Qn g Ig,bgq of Constant Envelope Modulation for Digiral
Mobile Radio Communicarion. Kouichi Honma, Eiichiron Murata. Yasuhiro

Rikou Matsushita Communications Industrial Ce.. LTD. 16.000 bps in a 25 kHz
channei that meets FCC masking requirements using PSK modulator and PLL

Jircuir,
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feels that it must resort to a DSP chip design for signal enhancement of its

complicated multi-tone signaling scheme.

It is NWN that has the feasibility and cost issue with its yet-to-be-proven-and-
tested modulation design, not PageMan. PageMart's design is well along in the
PCMCIA card configuration with a first generation 2400 baud POCSAG receiver

(see Exhibit 8). Adding a conventional transmitter circuit is also underway for the

transceaiver card.

MPR concludes that PIMS is limited to 3,000 bps.

"There is considerable doubt that PageMan can achieve 4,800 tps
rates on its polling channel, and they would be limitea to rates no
higher than about 3,000 bps."

PIMS is not limited to data rates less than ERMES. First of all, we do not
believe MPR means 3,000 bps but 3,000 baud. Second, PageMart has not
restricted its modulation alternatives {see page A26 in PageMart's Petition for
Rulemaking), but to the contrary, takes the position that its tremendous
improvement in throughput comes from its novel czilular architecture and nct a
very high speed moduiation scheme. Therefore, it can be flexible in adopting
various manufactured products incorporating the ERMES receiver chip set when

it becomes avaiiable.

The fact is that major manufacturing suppliers to the paging incustry are peised
tc provide high-speed coding capability to make another major step forward.
Whether this is 4 FSK (as ERMES) or other modulation techniques, PageMart's
system doesn't need "blinding speed” as MTel must have 1o realize a significant
increase 'n data rate because, at test, NWN represents a simul¢cast paging

system from a network capacity standpoint.
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Also, it is difficult to understand why MPR does not believe that the European
modulation standard (ERMES) is feasible or cannot practically be implemented to
achieve 6250 bps. It is particularly difficult to understand their position on
ERMES when they support as feasibie, the 24,000 bps data rate of NWN.
Finally, the 3,000 baud limit is more a seif imposed limit justitying the compiex
modulation approach used in NWN, since there is no hard evidence to support
their 3000 baud limit claim and even one of the AMS patitioners, PacTel, states
that it has "discerned that the simuicast boundary for near term development is
between 3200 and 6400 baud based on its experiments" that appear to be more
advanced than MTel's paper studies (see June 1, 1992, PacTel's Supplement to
Reguest for Pioneers Preference, p. 3).

MPR states:

"The spread in time delays between these received signals at the
portable is the "simuicast time delay spread." Simuicast transmittars
up to a distance of 3.6 times this distance from the base siation, or
15.4 miles, resuit in the maximum delay. The minimum delay occurs
for a portable terminal near the celi site transmitter. Thus simuicast
delay spread will be the order of 83 microseconds."

To demonstrate the error in MPR's conciusion, suppose the issue of finding the
equi-signal strength "points” between two adjacent transmitters "wanders" around
approximately 7.5 miles or 15 miles in total deviation which is MPR's 80+
microsecond deiav spread. Now, if the two transmitters in PageMan's PIMS
system were located 15 miles apart or iess (center-to-center distance, which is
typical in 300 MHz paging), then this would suggest that the tctal equi-signal
strength point deviation wouid wander from one base station site to the otner or
15 miles. Simply put, this does not happen. {1 is even less likely given the
motivation to create an even greater number cf base station sites or cells in the

PIMS system relative to a conventional paging system. Thus, the total deviation
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of the equal signal strength "points” is crucial to the bold and unfounded
statement by MPR that the 3000 baud rate is the upper limit and totally

unrealizable in actual practice.

Finally, there is every reason 1o believe that tie European paging standard,
ERMES, will aiso be impiemented in the U.S. similar to POCSAG, and that ASIC
tecnnology will quickly advance to encompass 4 FSK modulation into very low-
cost receivers as has been characteristic of the paging industry. Thus, the

comments stated below by MPR (page 26) are totally false ana misleading:

PageMart is aimost two-thirds greater than this rate, which wouid
indicate that the 4,800 bps polling channel rate will provide a marginal
degree of operation even if it couid operate at ail. Lowering the data
rate to something the crder of 3000 baud would appear to be required.
Attempts to increase the polling channei data to 9600 baud or higher
does not appear to feasible in the type of system proposed by
PageMart.

Once again MPR continually mixes bps and baud since PageMan stipulates bps
not baud because PIMS can accommodate any type of modulation approach
which will have desired data rate, power and cost performance. There is no
cusstion that PIMS can technically achieve a proportionate data raie in a 25 kHz
channel that MTel can acnhieve in a 50 kHz channel, given Shannon's law in
information theory.

MPR ciaims that PIMS is a Mobitex look-alike.

"The PIMS system proposed by PageMan is very similar to the
Ericsson Mobitex system currently operated in Sweden, Norway,
Finland and Canada. This system equipment is aiso used by RAM
Mobile Data Ltd. in their nationwide mobile data network in the Unitea
States. Thus it is haraly advancea in nature, nor is it the tirst system ot

its type.”



[ I VI G 1401y L4 uNs Zuzy PAGE AR PRRVIVIS

PIMS is a novel cellular paging type architecture. MPR does not understand
PageMar's PIMS proposal. It is common knowleage that the Mobitex packet
radio network is a two-way, real time, interactive, data network system requiring
channel pairs (MPR, page 23). PIMS is a : vo-way, non-real time, non-interactive

data network. Therefore, the similarity ends at the two-way portion of the

comparison. The tremendous advantage of PIMS lies in the combination of the
novel use of simuicast paging technology for radio locationing, the use of cellular
frequency reuse principles for massive improvements in throughput and the
innovative noticn of utilizing very low-power/low-cost office cells and hign rise
office building czils to significantly enhance reuse (similar to future PCS voice
proposals). Therefore, the similarity is that both Mobitex arnd PageMar take
advantage of frequency reuse, but the comparison ends there (not in “he iong list

of features).

The fact that both Mobitex and PIMS both utilize muitiple frequencies for trunking
efficiencies has to do with the recognition that any high througnput system that
wisnes tc achieve full economies of scale will desicn a wireless system to take
maximum advantage of the investment at each cell site. This "spreaaing” of fixea
site cost ¢cagnnot be done with a single channel system, such as MTel's NWN.
Moreover, NWN requires a two-way network of receivers but cannot take
practical advantage of cellular reuse within contiguous urpban areas due to
destructive cochannei interferencei? tecause it cperates cn one channel.

Unfortunately, it is the major cities where the vast majonty of subscribers wiil be

tor AMS services.

1= MTel proposes a dynamic zoning method to increase capacity tut never
explains what improvement it would make. Also, it never tully explains
dithering and now it can accomplish dvnamic zoning with a mobile customer

base.
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B. Comments on the Data Link Layer Aspects of the PageMart Petition for
Rulemaking.

MPR asserts that PIMS' polling channel limits capacity to an order of
magnitude less than proposed.

"The simulcast polling channel, used for radiation and data channel
assignments, is a constraining factor in overall system capacity. Using
PageMarn's message model, the best case scenario could support no
more than 3000 messages per hour, the equivalent of 12,000
subscribers per MSA. This is an crder of magnitude less than the
100,000 to 200,000 subscribers claimed for a 4800 bps system.”

PIMS' poliing channel doesn't limit proposed capacity. MPR redesigns
PIMS' Acknowledgment process so that the entire polling channel is consumed
with the task of polling following acknowledgment to .2-establish the packet
circuit it has aiready established, rather than the polling cnanne! being used as_it
was intended, namely for location of the subscriber transceiver module (STM) as
1o its best serving transmitter (TXID). MPR ccnfuses the error protection and

acknowiedgment process with the purpose of the poiling channel to locate the

STM.

MPR: "For error protection reasoning, PageMart has deciced to
segment messages into packets of "2 to 5 POCSAG batches." The
implication is that each data packet must be assigned a data channel
via the poil channel protocol. because each packet is individually
acknowledged and retransmitted if required, which would require 30-75
transactions on the poil channel. Best case, the, the poll channes could
handle the equivaient of 3000 average size data messages per hour,
assuming a 5 batch packet length. At a 2 batch pacxet length, this
decreases 10 1200 data messages per hour."

Cnce the polling channel has located the subscriber transceiver module's best
serving :ransmitter identification (TXID), its job is done. The retun link and
serving transmitter form a packet network that is maintained until the

acknowledgment orocess ceases to function (i.e. the battery failed). Simply

getting an ACK or NAK does not reactivate the polling link.
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"Moreover, in reviewing the three versions of ARQ in popular use, 13 "none of the

techniques listed below would require a reactivation of the polling channel:

1.

Stop and Wait ARQ uses the simple stop-and-wait acknowiedgment
scheme. The sending station transmits a single frame and then must
await an acknowledgment. No other data frames can be sent until the
receiving station's reply arrives at the transmitting station. The receiver
sends a positive acknowledgment (ACK) if the frame is correct and a
negative acknowledgment (NAK) otherwise."

Go-back-N ARQ is one variant ~f Continuous ARQ. In this technique,
a station may send a series of fra;1es determined by window size. If the
receiving station detects an error on a frame, it sends a NAK for that
frame. The receiving station will discard all future incoming frames until
the frame in error is correstly received. Thus the transmitting station,
when it receives a NAK, mnust retransmit the frame in error plus all
succeeding frames.

With go-back-N ARQ, it is not required that each individual frame be
acknowledged. For exampie, station A sends frames 0, 1, 2, and 3.
Station B responds with ACK1 after frame 0, but then does not respond to
frames 1 and 2. After frame 3 is received, B issues ACK4, indicating that
frame 3 and all previous frames are accepted.

Selective repeat continuous ARQ provides a more refined approach
than go-back-N. The only frames retransmitted are those that receive a
NAK. "As an example, if in a long message transmission” only frame 2
need be retransmitted. This would appear to be more etficient than the
go-back-N approach. On the other hand, the receiver must contain
storage to save post-NAK frames until the error frame is retransmitted.
and t-2 logic for reinserting the frame in the proper sequence.

PIMS intenas to use a continuous ARQ approach. Althcugh as previousiy

mentioned, none of the ARQ approaches mentioned above must re-establish the

original "handshake” in the event of any ACK/NAK acknowledgment which MPR

has assumed in their analysis of PIMS to drastically reauce poiling channei

capacity (page 3). The implication of MPR's impliea redesign cf PIMS is that

each data packet must be assigned a data cnannel via the polling channel

13 mwmmmmmnmmmm William

Stallings, Stallings/MacMillan, 1987.
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protocol, because each packet is individually acknowleaged and retransmitted if
required, which wouid require 30-75 transactions on the poil channel). Therefore,
the MPR, inappropriately coupled with a channel utilization factor to refiect ac:.al
operation, reduces PIMS' polling channel capacity by a factor of 37.5 is entirely
wrong. Acknowledgments are made in the reserve synchronous time siots of the
return link (see A15, Exhibit XV, PageMart Petition for Rulemaking). Therefore a
continuous packet circuit is established that does not require any additional

handshake via the poiling channel irrespective if ACKs or NAKs are received.

PIMS' control channel can sucoort 450,000 subscribers at 4800 bps. MPR is
approximai.cly correct (assuming the need for preamble) by arriving at 112,700
poli {and Go To channel) transac:don per hour at 4800 bps or 225,400
transacticns per hour at 9,600 bps. Using the above MPR assumptions and a

continuous ARQ approach previously discussed, the fcllowing is a table of

rasults:
T i ntrol Chann iljt
Seduction due to Net Total
Transactions 10 Potling Channei  Utilization Transacticns Subscriber
Jata Bate PerHour Hangshake/Packet Assumption Per Hour Capacity
MPR 4800 112.700 1/30 80% (Incorrect) 3.000 12,000

PageMart 4800 112.700 none{Continucus)  NA (Theoreticaly 112,700 450,000
PageMart S800 225,400 none(Continuous}  NA (Theoretcal) 225,400 301,600

Therefore, the actu=! poll transactions are 37.5 times (greater than) that

calculated by MPR which in turn has a critical impact cn PIMS subscriber

~capacity. The actual theoretical capac:ty cf the polling channei is cver 450,000

subscribers per MSA at 4800 bps tc over 900,000 subscribers per MSA. It
should be ncted that in NWN's scneme, both ACK/NAK and registration

(automatic and manual) and retransmission (particulariy f dynamic Zoning is
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used) significantly reduces throughput of their system and that eiaborate
schemes of auto identification to avoid this problem have been devised, but not
confirmed, (page 10, Exhibit E, Technical Feasibility Demonstration by MTel,

June 1, 1992), could be extremely costly.

MPR asserts that if inbuilding ceils are deieted and 9 cell reuse is
required, data channel capacity is reduced.

‘Each data channel can support no more than 600 subscribers. Total
system capacity is dependent on implementing a large number or non-
interfering cells, subject to the limits of the poll channel.”

Inbuilding cells are in commercial operation today and 4 cell reuse has
been validated by MP<'s own authoritative source. Three major issues are to
be made with MPR's analysis. First, the estimates do not include any building
cell or office ceil reuse, . arefore, MPR has again reaesignea PIMS to reduce it
to having the same major deficiency as NWN, namely no provision for significant
messaging service in buildings, yet that is where AMS is intended to reach
business people moest of the time. "'WN would appear to be optimized around
the conventional paging paradigm of meeting the needs of service peopie and
tradesmen that do not have offices but frequently work on maintenance or
construction projects in and outside office buildings, homes, etc.. PageMart
believes that AMS requires highly efficient use of spectrum given that business
people will be in offices as weil as mobile, and not tc take advantage of low cost
messaging services, using FC-based otfice ceils. given the present explosive
growth in highly portable, personal computers is to ignore current trends and
future forecasts (Exhibit ). Second, MTel continualiy refers to its nationwide
system capacity of 800,000 subscribers (with an eariy estimate of 34 zcnes now
increased to §7° :nich implicitly assumes maximuiT. theoretical data rate capacity

in most all the major cities, not actuai or estimated capabilities basea on practical

[ ]
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data throughput. Third, a 9 cell reuse pattern is assumed for PIMS that is

irrelevant given our earlier comments or *he physical layer critique by MPR.

The following table provides the comparison of PIMS "capacity” as determined by
MPR and PageMart.
Data Channel Capacity Comparisons (Major MSA)

Geographical Geographical
Concurrent Concurrent
‘PIMS Dala Data Theoretical Actual Data  Theoretical Actual
Analysls  2hase Fate Channels Capacity GCapacity Chanpels Capacity Capacity
MPR growtn 4,800 80 34.000
MPR growth 4,800 356 15.000 fignored)
(9 cells reusa)

PageMarn growth  4.800 20 85,000 35.000 246 202,000 109,000
PageMart growth 9,600 80 30,000 70,000 246 404000 218,000

PageMant mature 4.800 120 98.000 52,000 556 457.C00 243,000
PageMan mature 5,600 120 197,000 04,000 556 314,000 386,000

Therefore, simply because NWN's architecture cannot accommodate office and
ouilding cells, MPR elected to ignore PIMS' capability to do so. This is entirely

nappropriate ang self serving for ccmparison of PIMS with NWN.,

MPR claims the return link channel cannot work as described.

"The return link media access protoccl cannot work as descnbed. The
information content of the required messages cannot .t within their
ailocated time slots, and no allowance has been made for reai-world
device character::tics in terms of timing, synchronization and turn-on
times. A realistic return link protocol would restrict the poll channel
transacticn rate even further, requcing system capacity accordingly.”

PIMS' control link channel functions as proposed with ocne code word.
MPR first redesigns PIMS with an arpitrary assumption that leads to an
immediate reduction in return link capacity by a factor cf 37.5. MPR, in its

redesign of PIMS, requires the subscriber transceiver unit to acknowledge with its



“cap code" address as well as (1) the best serving transmitter identification, and
(2) message disposition. so that the return link information wiil exceed the 20
data bits per frame availabie in POCSAG format, when MPR knows the polling

channel and return link channel is synchronized and doesn't require subscriber

identification to compiete a poll.

MPR states on page 4 and 5 that they are aware that the returr: 1ink channel is

time-synchronized to the polling channeil:

“The return link channel is time-synchronized to the poll channel and
uses POCSAG batch formatting.”

MPR then goes on to state on page S that PIMS doesn't need to transmit cap
code address in a synchronized system but never reflects this resuylt in its polling
channel capacity calculations:
"Alternatively, the device's POCSAG address may not need to be
transmitted, since the system knows wnhich device's response is
expected, albeit at a cost cf increased ccmpliexity in the network
processing.”
in fact, the entire review of (1) Poll Channet Capacity, (2) Data Channel Capacity,
and (3) Return Link Media Access Protocol is a totaily unnecessary. The fact is
that the Return Link channel has 20 bits of data available and this is more than
enough for the best serving transmitter identification (TXID) in each ~arket
(excluding office celis) and short message disposition coage. Since 10 bits are
still available, we proposed alsc transmitting cap code address, in an apbreviated

form, as a reliapility =~~ck tuyt it is not required at all. The following table

describes the bit requirements currently envisioned for each type of transmission:

PIMS R i Forma

139
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Transmitter Subscriber Message ACK/NAK Message Totals Bits
Aocge 1I20XID)  CapCode Lengil Message # Risposition  Code Worgs
Message 7 1Q” - - 3 20 Bits
Response 1 code word
ACK/NAK 10° - 10 - 20 Bits
1 code word
Access 7 18 5 - - 40 Bits
{for data channei) 2 code words
* Optional

MPR's analysis is flawed because they erroneously come to the conciusion that

PIMS must transmit the complete POSCAG aadress when they have concluded it

IS unnecessary (see page 5). MPR states:

"There are several problems with the return link protocol as ‘escribed.
First, the radio location poll-response is specified to contair. ine "base
station 1D cr call sign, and its POCSAG address pius the disposition of
this message.” This will require a response of at least two codewords
minimum, possibly three or four, depending on length of the base
station 1D (Page A9 implies the base station ID is one frame (2
coaewords) in length). Thus, ine poll response cannot be transmitted
within its reserved time siot and the maximum poll rate of the system
must be reduced (and thus maximum system capacity) to reserve
adequate retumn link time for poll responses."

Since it is clear from the previous table that only 10 bits are needed (transmitter

ID plus message disposition) and not 20 bits for 1 codeword, MPR criticism of the

poll response is compietely incorrect.

Simitarly, MPR's criticism below of PIMS ARQ response is egually unfoundeaq,

given the need to likewise transmit cnly 10 bits including ACK/NAK plus the

.aentify of the packet containing the error:

"Secona. a simiiar problem cccurs for the ARQ response and for the
random access siots. The ARQ response message is also likely to
require two codewords to encode the device's POCSAG address.
ACK/NAK status ana message number (required for duplicate

78
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detection/elimination). The data channel reservation request "indicates
the message length to be transmitted, the serving tran<mitter site
identitication and the subsc~ber unit identification”, which w . .id require
anywhere from 2-4 codeworas, depending on length of base station id.

Thus, none of the return link channel messages will fit within the time
slot allocated for their transmission.”

Therefore, once again, only 10 bits or one code word is needed to provide the

necessary response in a synchronous system in an ACK/NAK mode. [n addition,

the STM's ACK/NAK is synchronized in one trailing frame following eacn packet

which is intentionally left blank in the data channel.

It is further interesting to note, that MPR attempts to find some problem with the

error correction with PIMS when MTel specificaily requested of MPR that NWN

not be anaiyzed and recognized the non critical nature of this exercise that they

unsuccessfully attempt to highlight with regard to PIMS (page 17, Final Report on

NWN Protocol):

"Any error protection scheme is a tradeoff of effizciency, ccmplexity and
propability of error. MTel's proposed protocol aiso utilizes ARQ. where
messages with errors that are uncorrectable -7 retransmitted. 7hese
retransmissions obviously decrease the eff: .iive througnput of the
channel and aad to the ovemead. The resulting "wasted" capacity is a
function of the expected message success rate ana the maximum
number of retransmissions that will be attempted before discarcing the
message as undeliverable. At MTel's request, the effect of
retransmissions was not_analyzed. A realistic traffic moael for
message success rate has nct been “eveioped. Note, however. that
many retransmission aigorihms 2xist that minimize retransmission
overnead, such as polling the device on non-acknowledgment rather
than retransmitting immeaiately. These and other techniques are
under review."

MPR further s..ies that they are not familiar with a transceiver design that <an

turn on anc off even in a synchronous svstem in the bit intervals that PagemMan

require (implied at 4800 bps'. MPR states as follows:

29
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"However, the more serious problem is that the return link media
access protocol as described can not be implemented in real devices
in a cost-effective manner. Back-to-back singie codeword
transmissions from different subscriber devices are required, with
aosolutely no time allocated for preamble, word synchronization or
guard time between transmissions. This would require the simulcast
transmitter network, all dedicated and co-located base receiver sites
and all subscriber devices to be synchronized to each other within
fractions of a bit interval. It would mean, for example, a system-
synchronized clock wouid have to be distributed to all receiver sites,
whether at co-located base stations, dedicated geographic receivers,
buiiding or office cells.

Even assuming such clock synchronization were economicaily feasible,
aliowance must still be made for the non-zero transmitter turn-on and
decay times in the subscriber transceiver module. Fast attack and
decay transceivers would significantly add to the cost of the STM,
especially since they must be frequency agile as weil.

To eliminate this non-realizable requirement for perfect
synchronigzation, the return link protocoi must be redesigned to allow
for reasonable attack, synchronization and decay times, as well as
expected message lengths. A reasonable conjecture might be to aliow
an additional codeword intervai per return link message tc allow for
preample, sync and c:ard intervals.”

The aterementioned "non-realizable requirement for perfect synchronization’ is

completely incorrect. To address this issue, we will consider the step response

nf a composite RF filtering circuit consisting of nominal Q values of 100.

‘herefore, the equivalent low pass LaPlace transfer function equation of that

passive network is. 1+ 13

!4 Daniel Graupe, {denuticauon of Svstems, Van, Nostrand Remnhnoid Co., 1972.

Pp. 64-606.

Strejc,

V. Approximate Determination of Control Characteristics of an

Aperiodic Response Process. Automatism, March 1960.
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whers, T, = /W, the 3 dB response frequency of the equivalent base
band circuit: and, Q = W /W, = 100 (where W = carrier frequency)

then, W, = W,/100: or f, = {,/100 = 930 MH2/100 = 9.3 MHz.

Thus, Tn = 17.11 nanoseconds/radian:

or, Tn=107.53 nanoseconds/cycle

Now simple RC circuit analysis the rise time of an RC single root circuit is 2.2 RC
or it takes 2.3 time constants to arrive at the 80% final value point. Therefore, it
would take 2.3 x 17.11 = 39.35 nanoseconds for a single tuned circuit at 930
MHz (with a loaded Q of 100) to build up to the 90% final value. Hence, 2 to 4
cascaded tuned circuits would yield an elapsed response of less than 0.1

microseconds. Consequently, the rise time (and decay time) is less thap 0.05%

of a bit interval time. Thus, the “fast attack" circuit that MPR finds is a "non-
realizable" requirement is gntireily achievable.

MPR states that channel access protocol severely limits capacity.

"The inbound data channel traffic capacity is severely hampered by the
design of the channel access protocol. In the best case, inbound traffic
can not exceed one-sixteenth of the outbound traffic, based on number

of messages.”

PIMS random access protocol permits up to 100 times greater subscriber
access than NWN. First of ail, PIMS has 8 frames per batch cycie v.nich cccurs
on aiternate batch cycles to accommodate a higher throughput of subscribers
wishing access tc a data channei than if the PIMS simply ailowed all subscribers
10 sync-up to the random Patch access interval and broadcast their request for
data channel on a siotted ALCHA basis. MPR focuses on the probability ot
accessing a channel under conditions wnere a large base of subscribers all wish

to make a request for a date channel reservation rather than a PIMS’ ability to

(32
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accommodate a factor of 8 higher throughput than single time slot (on a single
channsl).
MPR goes on to state:

"Random access is just that, random, and constraining the choice of
slots to different segments of the population does not affect the
probability of collision once the size of the population outweighs the
number of available siots."
However, its not the probability of collision that we're interested in, tut the
subscriber access throughput to reserve a data channel for a retumn data channel
transmission. For example, a gas station with 8 pumps and 8 queues handles
more customer throughput than 1 pump and 1 queue even though all eight lines
may be equally long. However, the probability of obtaining pump service from a
“random queue’ in the aforementicned example is approximately the same (or
probability of collision). Therefore, PIMS' throughput is the issue, not the
probability of ccllision. Note that PIMS offers subscribers access tc the return
link on altemative batches. This works out to give PIMS between 50 to 100 times
the access NWN affords their customers because NWN offers a 7+ milliseccrd
time siot after each message, and also must set aside time for ACK/NAK. Thus,

long messages could deny access to many subscribers whnile building long

queues.

Furtnermore, PIMS does not simply perform as a slotted ALOHA manner as MPR

states:

"One-fourth of the total return link is dedicated to this function and is
accessed in a slotted-ALOHA manner.”

The correct concept is muitipie siotted ALOHA with capture. The difference i1s

between maximum channei througnput efficiency of 37% per siot (frame) and

(™)
[§]
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87% per siot with gapture.-©® Thus, with subscriber units at varying distancas

from each retum link receiver site, some collision wiil not occur because certain

receiver sites will ¢apture based on the strength of one STM over another. Also,

because of the distributed nature of the STM's population throughout a city,

further reductions in collisions wiil result given the spatial dispersion of STMs to

receiver site groups.

MPR states their concern apbout PIMS' turn-on and turn-off time intervai in a

cellular system that has mutually exciusive channel assignments of its adjacent

cell. The separation between non-overiapping cells provides adequate isolation

in the "key down" overlapping with a "key up" transmitter at least one celi

removed. MPR states the following:

"PageMart proposes two alternatives to transmitting the base station
call sign. In the first alternative, "one geographic cell, in each four
geographic cell group, is to broadcast its station identification in each
frame for a designated batch. During this batch, the other three
geographic cells simply broadcast the sync puise and power down".
Presumably, these high powered transmitters wiill be able to power
down instantaneously, and power up again instantaneously, so as not
to interfere with the call sign transmission of the neighboring ce!i. it
aiso implies that the signal strength measurement is to be taken during
this interval, during the normal wakeup period of the subscriber zavice,
I.e. 2 codewords or 13.3 millisecends.”

One has to wonder what the overlap problem might be, however, in a TDD

system such as NWN where significant inefficiencies may be required to achieve

6 Distributed Telecommunication Networks, Roy Rosher Litetime Learning
Publication (Wadsworta Inc.) 1982, The analysis of the ALOHA packet broadcast
channel assumed that, when any part of two or more packets overlap, ail
packets involved in the collision must be retransmitted. [n reality, there is at
least some probability that one of the packets invoived in a collision will be
sutficiently streng to capture the receiver and be received accurately. If this
were the case, not every packet involved in a collision would have to be
retransmitted, which would reduce the apparent interterence and increase the
channel througnput at any levei or tratfic.
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a "quieting” period between the high-powered foerward link and the low powered
subscriber return link.

MPR asserts that NWN ‘= 2.7 times more spectrally efficient than
PIMS

“The proposed MTel NWN system is 2.7 times more spectrally efficient
than the equivalent PageMart PIMS system, when considering the bits
delivered per frequency domain, time domain and space domain."

PIMS’ capacity correctly stated is as proposed to the Commission. Taking
into consideration the MPR redesign of the PIMS system, it is not surprising that
MPR ends up with NWN being 2.7 times more spectrally efficient. However, lets

lo0K at the facts causing such a dramatic change of estimats to that provided by

PageMart in their PIMS Rulemaking document:

PIMS Capacity Factors Considered by MPR and PageMart

Factor MPR PageMant Comment

Poll Channel Capacity 3.000 112,700 MPR incorrectly assumed

{Transactions/Hr) @4,800 @4,800 PIMS requires more than

for bps 225,400 one codeword to respond.
@ 9,600

Office & Building Caills None Represents MPR amitrarily disregarded

2/3 System PIMS throughput capaoility

Capacity using coffice/buiiding celis.

Geographical Cell Reuse 9 cell 4 Cell MPR elected to ignore

Reuse Reuse current cellular reuse

technology 0y their own
cited authonty, Dr. Lee.

What is difficult to understand, is hc» 2 simulcast system such as NWN in 4
major MSA can exoéct to be as efficient as a cellular system including office and
cuilding level reusse capapility. MPR's approach was to deny the possibility of
cffice and builaing cells, reduce the throughput of the poliing channei by a factor
ot 37.2 {(even when the MPR author reccgnizea that it didn't have to function the
way MPR assumed) and to require PIMS to use a 9 cell reuse pian that is 3 times

less efficient than their own cited cellular authority advocates.
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